
This premium foam tape is used for both indoor and outdoor applications. As a mounting tape for uneven surfaces, 
as a gap fill and weather-seal. Mounting signs, extrusions and Georgian bars and accessories such as solar panels 
on leisure vehicles.

White 110gsm PE coated release paper.

TM215 is a double-sided white closed PE foam tape with a cross-linked solvent acrylic adhesive system. It has 
a conformable medium density foam core which will adept to uneven surfaces. The high performance acrylic 
adhesive will build strength over time. Good temperature and weather resistance.

Prior to application the surface should be made dry and free of dirt, dust and grease. Use sufficient pressure over 
the whole surface at room temperature to ensure optimum adhesive wet-out.

PRODUCT SPECIFICATION

APPLICATION

RELEASE LINER OPTIONS:

APPLICATION RECOMMENDATIONS

PHYSICAL PROPERTIES

TM215 DS PE FOAM TAPE Acrylic 1.5mm

Technical Descriptions

Roll Length 5m – 30m, standard 50m

Roll Width 5mm – 1040mm

Core Size (I.D.) 76mm

Other Peresentations Butt-cut, Die-cut, Spools (6inch core)

Packaging Boxed, silicone paper interleaves

Application Conditions 15 - 25ºC (R.H. 55% ±5%)

Adhesive C/L Solvent acrylic, pressure sensitive

Carrier Closed cell PE foam, white 64kg/m³

Tape Thickness 1.5 – 1.6mm

TECHNICAL PROPERTIES

Technical Descriptions Value Unit Test Method

Coating Thickness 50 - 60 Microns

Temperature Resistance -20 - +80 ºC

Initial Tack <5 cm PSTC-6 #14 ball

Holding Power (1.0kg/25mm2) >24 Hours PSTC-7

Holding power for temperature 
resistance 60ºC (0.5kg/25mm²)

>24 Hours PSTC-7

180º Peel adhesion 
(SUS#304, PSTC-1)

>19.5 N/25mm PSTC-1

Solvent Resistance Good

All statements, technical information and recommendations are based on tests we believe to be reliable, but the accuracy and completeness thereof is not guaranteed 
and the following is made in lieu off all warrantees, expressed or implied, including the implied warrantees of merchantability and fitness for purpose: Seller’s and 
Manufacturer’s only obligation shall be to replace such quantity of the product proved to be defective. Before using, User shall determine the suitability of the product 
for its intended use, and User assumes all risk and liability whatsoever in connection therewith. Seller reserves the right to improve the product and accordingly change 
the specification without notice. Neither Seller nor Manufacturer shall be liable either in tort or in contract for any loss or damage, direct, incidental or consequential, 
arising out of the use of or the inability to use the product. No statement or recommendation not contained herein shall have any force or effect unless in an agreement 
signed by officers of or Seller and Manufacturer.
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